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THIRD ANGLE PROJECTION

TOLERANCES                        

FRACTION &

WHOLE VALUE

(1) PLACE DEC.

(2) PLACE DEC.

1/8

UNLESS OTHERWISE NOTED

DIMENSIONS ARE IN INCHES

 0.03

(3) PLACE DEC.

SURFACE FINISH

250 MICRO-INCHES

 0.005

 0.5 DEGANGLE

 0.015

Fulton Steam Solutions, Inc.

Fulot n

OPTIONAL COMPONENTS SHOWN

EQUIPMENT SPECIFICATION CHART

FULL CAPACITY

APPROXIMATE SHIPPING WEIGHT:

APPROXIMATE OPERATING WEIGHT:

APPROXIMATE FLOODED WEIGHT:

141 GALLON

1,682 LBS

2,355 LBS

2,606 LBS

-

 - INITIAL RELEASE - 

- - - - -
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ALL CLEARANCES ARE FACTORY RECOMMENDATIONS.  

CONSULT LOCAL JURISDICTION FOR EXACT CODE 

COMPLIANCE.

 

FULTON RECOMMENDS MINIMUM CLEARANCE OF 36" IN 

FRONT OF ELECTRICAL PANELS.

 

LOCAL CODE OR SEISMIC RESTRAINT MAY REQUIRE 

ADDITIONAL FIELD SUPPORTS.  THESE SUPPORTS ARE TO 

BE ADDED IN THE FIELD BY OTHERS.

 

PLEASE REFER TO THE O&M MANUAL FOR ADDITIONAL 

INFORMATION REGARDING CLEARANCES AND INSTALLATION

INSTRUCTIONS.

 

OVERALL FOOTPRINT OF SYSTEM IS FOR REFERENCE ONLY 

AND IS SUBJECT TO CHANGE.  FULTON RESERVES THE 

RIGHT TO CHANGE OVERALL DIMENSIONS OF FOOTPRINT IF

NEEDED FOR MANUFACTURING PURPOSES.

  

FOOTPAD MOUNTING HOLES ARE 1/2" SLOTS.

 

ALL DIMENSIONS INSIDE (  ) DENOTE REFERENCE 

DIMENSIONS.

 

ALL DIMENSIONS INSIDE  DENOTE OVERALL DIMENSIONS.

 

VARIES BASED ON PUMP SIZE
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CUSTOMER CONNECTIONS

ITEM DESCRIPTION SIZE TYPE

A COLD WATER INLET

3/4"

N.P.T.

B OVERFLOW
1"

N.P.T.

C DRAIN
1"

N.P.T.

D VENT 2" N.P.T.

E CONDENSATE RETURN
2"

N.P.T.

F

PUMP DISCHARGE (2X)

SEE NOTE 9 N.P.T.

G

STEAM INLET (HIGH/LOW) (1 1/4" / 2")

N.P.T.

H TEMPERATURE SENSOR 1" N.P.T.

4 9/16

(TYP.)

94 3/4

(LOW PRESSURE - 60)

46 1/4

A
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30 1/8
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F F

23 3/8

76 1/8
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OPTIONAL COMPONENTS ARE SHOWN ON THIS PAGE.

 

CUSTOMERS MAY REFER TO THE ORDER FORM FOR THE LIST 

OF FEATURES AND OPTIONS RELEVENT TO THEIR 

CONFIGURATION.

 

DUPLEX PUMPS ARE SHOWN FOR CLARITY.

PANEL BOX

(OPTIONAL)

DUPLEX PUMPS

(OPTIONAL)

PRESSURE GAUGE

(OPTIONAL)

PUMP SUCTION

PUMP

PRE-HEAT KIT

(OPTIONAL)

TRIM KIT


