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HEATER CONNECTIONS

ITEM DESCRIPTION SIZE TYPE

A THERMAL FLUID SUPPLY 4" CL300

B THERMAL FLUID RETURN 4" CL300

C EXHAUST FLUE (SEE NOTE 3) 18" - - -

D SAFETY RELIEF VALVE 3" CL150

E GAS INLET 2" N.P.T.

F INSPECTION OPENING - - - - - -

NOTES:

1.
  

 
2.

  
 

3.
 

 
4.

 
ALL DIMENSIONS ARE FOR REFERENCE ONLY. DETAILS 

SUBJECT TO CHANGE WITHOUT NOTICE.
 

PORTIONS OF THE PIPING AND COMPONENTS MAY BE 
DISASSEMBLED FOR SHIPPING.

 
EXHAUST FLUE CONNECTION, 22" RECOMMENDED VERTICAL 

STACK DIAMETER.
 

PLEASE REFER TO TECHNICAL DATA SHEET FOR 
INFORMATION REGARDING HEATER SPECIFICATIONS.
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166 3/4

(171 SKID MOUNTED)

56" REQUIRED MINIMUM

CLEARANCE FOR PERSONNEL
ACCESS/BURNER REMOVAL

65 11/16

24 3/4

28 1/16

30 5/8

87 7/8

122 5/16

36" REQUIRED MINIMUM

CLEARANCE IN FRONT OF
PANEL BOX

94 15/16

122 1/4

134 7/8

143 11/16

57 3/8

PRODUCT DATA SUBMITTAL
FT-0600-C - VERTICAL COIL THERMAL FLUID HEATER

ESTIMATED DRY WEIGHT:

ESTIMATED THERMAL FLUID CONTENT:

9,570 LBS

168 GALLONS

A
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ALL DIMENSIONS ARE FOR REFERENCE ONLY.

DETAILS SUBJECT TO CHANGE WITHOUT NOTICE.
 

THERMAL FLUID CONNECTION SIZES ARE BASED ON THE 
PUMP FLOW RATE. CONSULT FACTORY FOR SKID 

CONNECTION SIZES.
 

PORTIONS OF THE PIPING AND COMPONENTS WILL BE 
DISASSEMBLED FOR SHIPPING.

 
D.A. TANK IS SHIPPED SEPARATELY.

 
FORK HOLES ARE LOCATED ON RIGHT SIDE OF SKIDS.

 
LOCAL CODE OR SEISMIC RESTRAINT MAY REQUIRE 

ADDITIONAL FIELD SUPPORTS.  THESE SUPPORTS ARE TO 
BE ADDED IN THE FIELD BY OTHERS.

 
PLEASE REFER TO THE O&M MANUAL FOR ADDITIONAL 

INFORMATION REGARDING CLEARANCES AND INSTALLATION
INSTRUCTIONS.

 
DIMENSIONS SHOWN ARE BASED ON THE REFERENCED 

COMBINATION TANK SIZE. DIMENSIONS ARE IN INCHES.

NOTES:
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STANDARD SKID CONNECTIONS

ITEM DESCRIPTION

AA THERMAL FLUID OUTLET (SUPPLY)

BB THERMAL FLUID INLET (RETURN)

CC HEATER SAFETY RELIEF VALVE

DD HEATER FLUE OUTLET

EE DA SAFETY RELIEF VALVE (PLUGGED)

FF NITROGEN BLANKET (PLUGGED)

GG DA TANK VENT

HH DA TANK DRAIN

JJ GAS INLET

KK HIGH LEVEL CHECK PIPE

LL LOW LEVEL CHECK PIPE

MM LIQUID LEVEL SWITCH

NN STRAINER DRAIN (CAPPED)

PP DRAIN AND FILL (CAPPED)

NEMA RATING:

MOTOR VOLTAGE:

NEMA 1

460/60/3

STANDARD SKID SPECIFICATION CHART

CONTROL VOLTAGE: 120/60/3

HEATER

HEATER MODEL: FT-0600-CU

HEATER OUTPUT: 6,000,000 BTU/HR

FUEL TYPE: NATURAL GAS

GAS TRAIN CODE: CSD-1

ASME CODE: SECTION VIII DIV. 1

MAXIMUM ALLOWABLE WORKING PRESSURE: 150 PSIG

SRV SET PRESSURE: 100 PSIG

BLOWER MOTOR HP: 10 HP

PUMP

PUMP MODEL: RA3000

PUMP FLOW: 375 GPM

PUMP HEAD: 182 FT

PUMP HP: 30 HP

HH

NN

PP

BB

MM

JJ

DD

GGEEFF

AA

LL

KK

DIMENSIONS PER COMBINATION TANK SIZE

 FT-1000-L FT-1500-L FT-2000-L FT-3000-L

A 197 1/8 196 1/2 217 1/8 224 7/8

B 111 111 117 117

C 126 7/16 136 1/8 128 3/8 143 7/8

D 114 114 114 114

E 39 39 45 45

F 72 72 72 72

PRODUCT DATA SUBMITTAL
FT-0600-C SKID MOUNTED WITH DEAN RA3000 PUMP AND COMBINATION TANK
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