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THIRD ANGLE PROJECTION

 3mm

UNLESS OTHERWISE NOTED

DIMENSIONS ARE DUAL DIMENSIONED

(2) PLACE DEC.

WHOLE VALUE

0.03

0.5 DEG

SURFACE FINISH

6.35 MICRO-METERS

FRACTION &

TOLERANCES

(1) PLACE DEC.  0.7mm

 0.38mm

0.12mm

1/8

0.015

0.005

0.5DEG

INCH METRIC

(3) PLACE DEC.

SURFACE FINISH

250 MICRO-INCHES

ANGLE
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HEATING HOT

WATER SUPPLY

SYSTEM (SECONDARY)

PUMPS

EXPANSION TANK

AIR REMOVAL

SUPPLY WATER

TEMPERATURE SENSOR

(SEE NOTE 6)

CLOSELY SPACED TEES

(SEE NOTE 5)

HEATING HOT

WATER RETURN

REVERSE RETURN

(SEE NOTE 4)

BOILER (PRIMARY)

PUMP
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THIS IS A TYPICAL ARRANGEMENT FOR REFERENCE PURPOSES

ONLY. ACTUAL INSTALLATIONS MAY REQUIRE ADDITIONAL 

COMPONENTS WHICH ARE NOT SHOWN FOR CLARITY.

 

THIS DRAWING IS NOT FOR CONSTRUCTION PURPOSES.

 

REFER TO THE INSTALLATION AND OPERATION MANUALS FOR

INFORMATION REGARDING CLEARANCES AND INSTALLATION 

REQUIREMENTS.

 

THE PIPING CONFIGURATION SHOULD UTILIZE A REVERSE 

RETURN HEADER TO PROPERLY BALANCE FLOW ACROSS THE 

BOILERS. WHERE REVERSE RETURN CANNOT BE USED, IT IS 

RECOMMENDED TO INSTALL A BALANCING VALVE PER BOILER.

 

CENTER TO CENTER DISTANCE BETWEEN BOILER (PRIMARY) 

SUPPLY AND RETURN MANIFOLDS SHOULD BE 4 PIPE 

DIAMETERS OR LESS.

 

REQUIRE FOR LEAD/LAG. INSTALL IN THE SECONDARY SUPPLY

HEADER DOWNSTREAM OF THE CLOSELY SPACED TEES. 


