
TECHNICAL DATA SHEET
Domestic Hot Water Temperature Sensor (45 mm)

FOR USE WITH:
PURE Control™

TECHNICAL DATA SHEET
pH Neutralization Kit

FOR USE WITH:
Condensing Boilers
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OVERVIEW 
The pH Neutralization Kit (PN 4-50-000008) is used to reduce 
the acidity of the boiler flue gas condensate prior to disposal 
into the floor drain. 

The kit is designed to handle a maximum combined boiler ca-
pacity of 12,000,000 BTU/hr, and contains enough neutralizing 
medium for approximately 6 months of typical operation. 

SPECIFICATIONS 
•	 Container: Polyethylene 
•	 Neutralizing Medium: MgO (PN 2-30-001580) QTY (6)
•	 Connection Sizes: 1-1/2” NPT 
•	 Maximum Capacity: 12,000,000 BTU/hr 

INSTALLATION REQUIREMENTS 
•	 The pH Neutralization Kit is not a replacement or 

alternate for the Condensate Drain Trap. 
•	 A separate Fulton Condensate Drain Trap is required 

for all installations, and must be installed upstream of 
the pH Neutralization Kit. 

•	 Installation and piping material requirements vary by 
boiler type and model, refer to the respectve boiler 
Installation and Operation Manual for product specif-
ic requirements. 

•	 The pH Neutralization Kit outlet must be below the 
height of the boiler condensate drain. 

MULTIPLE BOILERS SINGLE BOILER 

SELECTION DATA TABLE 
pH Kit Outlet (A) 1-1/2” 

pH Kit Inlet (B) 1-1/2” 

pH Kit Height (C) 11-3/8” 

pH Kit Length (D) 16-3/4” 

pH Kit Depth (E) 12-1/2” 

Multiple Boilers Individual Boiler 

Condensate Trap (F) 4-57-004400 4-57-005500 

Trap Inlet (G) 1” 3/4” 

Trap Outlet (H) 1-1/2” 3/4” 
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