
Liquid-Cooled Load Bank 
UP TO 675kW

Robust Features
ENDURA LB includes numerous quality, 
control, and electrical options as standard, 
delivering the most robust and feature-rich 
water-cooled load bank on the market.

` Stainless Steel Construction

` Power Meter w/ Ground Fault Detection

` Ultra-Precise Load Matching with SCR

` 25k SCCR as Standard

` ASME Stamped, UL-508A Compliant

Turnkey Mobilization
Designed for fast, seamless deployment into 
and out of systems. Rugged, compact, and 
nimble construction enables rapid utilization 
and easy maneuverability.

` Cam-Lock Quick Connects

` Caster & Handles for Easy Movement

` Dual Voltage 480V/415V

` Dedicated Low Voltage Connection

` Integral Crash Frame

Featuring a robust but compact stainless steel 
pressure vessel, ENDURA LB™ liquid-cooled load 
banks are optimized to effi ciently simulate load 
conditions for system testing in liquid-cooled data 
centers. Quick connections and built-in casters 
enable rapid system integration, minimizing 
downtime.
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fulton.com/enduralb
Drawings & documentation available online

Call: (315) 298-5121

972 Centerville Road
Pulaski, NY 13142

NOTE: Specifications and dimensions are approximate and for reference only. Fulton practices continuous product improvement and reserves the 
right to change specifications and/or dimensions without notice. Additional sizes and design features are available; contact Fulton for details.

* Additional sizes available; contact Fulton for details.

SPECIFICATIONS & DIMENSIONS

Fulton's PURE® Control is a robust and 
feature rich sequencing system, providing 
quick access to operating details. It allows 
for easy configuration with the option for 
manual or automatic operation.

	` 7" Color Touchscreen

	` Power Meter Integration

	` Modbus Communication Standard

	` Lead/Lag Sequencing Included

	` Effortless Diagnostics
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MODEL  ELB-675

SPECIFICATIONS 

Input Capacity 480V/415V            kW 675/505

Est. Dry Weight LBS 2,700

DIMENSIONS 

(A) Height IN 69

(B) Width IN 33

(C) Depth IN 52.75

SERVICE CLEARANCES 

(D) Top IN 49.25

(E) Side IN 24

(F) Rear IN 24

(G) Front IN 36


